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ISTORUAT

eredno drustvo MAREL d.o.0. osnovano
je 1994. kao porodic¢na trgovina elektromaterija-
lom. Pratedi rastu¢u potraznju za kablovskom
opremom, kao i uzimajudi u obzir sopstvenu viziju,
privredno drustvo MAREL d.o.o. u Januaru 1997.
godine pokrece sopstvenu proizvodnju. Prvi
proizvod bio je Vija¢na kablovska papucica, koja je
proizvedena u porodi¢noj garazi. Zahvaljujudi
visokom kvalitetu proizvoda i dobroj trzisnoj
orijentaciji, asortiman se 1998. godine prosirio na
Bakarne papucice i ¢aure, dok se 1999. godine
prosirio i na NN SKS pribor. Broj zaposlenih je od
2, tokom ove dve godine porastao na 10
zaposlenih, a izgraden je i prvi proizvodni pogon
velicine 200 m2.

U narednim godinama, privredno drustvo
MAREL d.o.o. fokusiralo se na razvoj novih
proizvoda iz oblasti NN SKS pribora, ukljucujudi
prvi model IVS 16-35/35-70mm?2 (poznat i kao
2,5-35/16-95 mm2 CBS/CT 95). Njegova
unapredena verzija, u potpunosti uskladena sa
savremenim trzisnim zahtevima, danas je najpro-
davaniji proizvod. Pored toga, razvieni su i
proizvodi poput zateznih stezalki PA 1500,
nosecih stezaljki PS 1500, kao i zateznih stezaljki
PA  25. Godine 2005. celokupan sistem
poslovanja je uskladen sa zahtevima standarda
ISO 9001. Kao rezultat adekvatnog planiranja i
razvoja proizvodnje, 2010. godine realizovan je
prvi veliki izvozni ugovor. Od tog trenutka, svaki
segment poslovanja privrednog drustva MAREL
d.oo. usmeren je na specificne tehnicke i
tehnoloske zahteve koji proizilaze iz razlicitih
delova globalnog trzista.

Pratedi rastuce zahteve trzista i trendove automa-
tizacije proizvodnje, 2012. godine zapoceta je
izgradnja novih proizvodnih pogona povrsine
2000 m2, a 2015. godine nova fabrika pocinje sa
radom.

RAZVOJ | INOVACIUE

Dugogodisnje iskustvo u razvoju i konstrukciji NN SKS opreme rezultiralo je i razvojem opreme za SN izolovane elektrodistribucione vodove, iji razvoj i usavréavanje ¢ine
kiju¢ne aspekte naseg trenutnog i buduceg poslovanja.

Klju¢na karakteristika poslovanja MAREL d.c.o. je dinami¢nost, stalna inovacija proizvodnog programa, razvoj savremenog dizajna proizvoda, kao i optimizacija i
unapredenje efikasnosti proizvodnih procesa.

Pratedi i analizirajudi kretanja trzi$nih trendova, kao i kroz aktivno ucesée na medunarodnim sajmovima u oblasti elektroenergetike, MAREL d.o.0. se, zahvaljujudi
posvecenosti svih zaposlenih u svakom segmentu poslovanja — od razvoja i istrazivanja, marketinga i prezentacije, do proizvodnje, prodaje i tehni¢ke podrske u
postprodaji — kontinuirano fokusira na pronalazenje novih tehnickih reenja za svoje proizvode.

KVALITET | MEDUNARODNI STANDARDI

Kvalitet nasih proizvoda garantuje njihovu trajnost i pouzdanost u svim vremenskim uslovima, dok precizno tehnicko oblikovanje omogucava laku montazu i dugotrajnu
upotrebu.

Svi proizvodi kompanije MAREL d.o.o. ispitani su u skladu sa relevantnim medunarodnim standardima EN 50483:2009 - Zahtevi za ispitivanje pribora za niskonaponske
vazdu$ne usnopljene kablove, EN 61238-1:2020 - Steznii mehanicki konektori za energetske kablove: Metode ispitivanja i zahtevi, SRPS EN 61284:2009 - Nadzemni
vodovi - Zahtevi i ispitivanja za opremu nadzemnih vodova za napone iznad 45 kV, spojnica nazivnih vodova nizih napona i sliénih spojnica za transformatorske stanice,
SRPSENISO 1461:2022 - Prevlake cinka nanesene toplim postupkom na proizvode od gvozda i ¢elika. Ispitivanja su sprovedena u nezavisnoj, akreditovanoj laboratoriji
prema standardu SRPS EN ISO/IEC 17025, ¢ime se obezbeduje pouzdanost, objektivnost i verifikovana usaglasenost proizvoda sa vazedim tehnickim zahtevima.

MAREL d.0.0 posluje u skladu sa Integrisanim sistemom menadZmenta kvalitetom (IMS)
koji obuhvata sistem menadZmenta kvalitetom (QMS), zastitu Zivotne sredine (EMS) i
zastitu zdravlja i bezbednosti na radu (OH&S). Ovaj sistem implementiran je u skladu sa
zahtevima standarda 1SO 9001:2015, ISO 14001:2015 i ISO 45001:2018. IMS se
primenjuje u svim funkcijama organizacije prilikom realizacije svih poslovnih aktivnosti.

DELATNOST | TRZISTA

PROIZVODNIJA | KAPACITETI

Proizvodni procesi odvijaju se u savremeno opreml-
jenom proizvodnom prostoru povrsine 3000 m?2, koji
se sastoji od sledecih radnih celina:

Danas je osnovna delatnost Privrednog drustva MAREL d.o.o. projektovanje, razvoj i
proizvodnja elektroenergetske i telekomunikacione opreme, ukljucujuéi kablovske
papucice i ¢aure, opremu za NN neizolovane mreze do 1 kV, opremu za NN SKS do 1 kV,
kao i ostali kablovski pribor.

e Pogon livnice obojenih metala sa kovacnicom
e Pogon za brizganje termoplasti¢nih masa
e Pogon preseraja sa radionicom odrzavanja

. . - . . . o . e Pogon mehanicke obrade metala sa alatnicom
Trenutno, privredno drustvo MAREL d.o.0. izvozi svoje proizvode u vise od 74 zemle

girom sveta. Pored portfolija vezanog za elektroenergetiku, MAREL d.o.o. je prisutan i u
sektoru nadzemnih telekomunikacionih mreza, solarnih polja, kao i mreZa za napajanje
elektriénih vozila.

ODRZIVOST | ODGOVORNOST

e Pogon montaze, ambalaZiranja i pakovanja

e Pogon obrade metala na CNC strugovima

o | aboratorija za razvojna testiranja i analizu

o |aboratorija za fabricka ispitivanja, procesnu kontrolu i
finalnu kontrolu

e Sluzba magacinskog poslovanja i proizvodnih koordinatora
MAREL d.o0., u skladu sa pozitivnom poslovnom praksom, aktivno se posvecuje
ocuvanju bezbednog i zdravog radnog okruzenja, obuci i edukaciji zaposlenih, kao i na
povedanju svesti o znacaju bezbednosti na radu, negujudi pritom odnose sa lokalnom
zajednicom i postujudi principe cirkularne ekonomije. U svom poslovanju, MAREL d.o.o.
sprovodi kontinuirane investicije u energetski efikasnu proizvodnu opremu, takode
odgovorno i pravilno upravlja resursima i otpadom, ¢ime doprinosi smanjenju potrosnje
energije, implementaciji programa obnovljivih izvora energije i smanjenju emisije CO2,
odnosno smanjenju svog karbonskog otiska.

e Sluzba prodaje i nabavke

e Sluzba za ljudske resurse

e Sluzba razvoja i istraZivanja trzista, novih proizvoda i novih
tehnologija

o Sluzba marketinga i tehnicke podrske u postprodaiji

V.3 Onama - About Us O]



COMPANY HISTORY

MAREL was founded in 1994 as a family

-owned company engaged in the trade of electri-
cal materials. Following the growing demand for
cable accessories and guided by its own business
vision, MAREL launched its own production in
January 1997. The first product was a
Screw-type mechanical cable lug, manufactured
in the family garage. Thanks to high product
quality and strong market orientation, the
product range was expanded in 1998 to include
Tubular copper cable lugs and joints, and in 1999
to include LV ABC (Aerial Bundled Cable)
accessories. During this two-year period, the
number of employees increased from 2 to 10,
and the first production facility with an area of
200 m? was constructed.

In the following years, MAREL focused on the
development of new products in the field of LV
ABC accessories, including the first model of [PC
16-35/35-70 mm2  (also  known as
2,5-35/16-95 mm?2 CBS/CT 95). lts improved
version, fully aligned with modern market
requirements, is today the company’s best-sell-
ing product. In addition, products such as dead
end clamps PA 1500, suspension clamps PS
1500 and anchoring clamps PA 25 were
developed. In 2005, the entire business system
was aligned with the requirements of the 1SO
9001 standard. As a result of adequate planning
and production development, the first major
export contract was realized in 2010. Since then,
every segment of MAREL's operations has been
oriented toward specific technical and technolog-
ical requirements arising from various parts of the
global market.

Following increasing market demands and
production automation trends, construction of
new production facilities with an area of 2,000
m?2 began in 2012, and the new factory started
operations in 2015.

(07

DEVELOPMENT AND INNOVATION

Many years of experience in the development and design of LV ABC accessories have also resulted in the development of accessories for MV insulated distribution lines,
whose further development and improvement represent key aspects of our current and future business activities.

A key characteristic of MAREL's operations is dynamism, continuous innovation of the product range, development of modern product design, as well as optimization
and improvement of production process efficiency.

By continuously monitoring and analyzing market trends and through active participation in international power trade fairs, MAREL, thanks to dedicated work of all
employees in every segment of the business - from research and development, marketing and presentation, to production, sales, and after-sales technical support -
remains consistently focused on finding new technical solutions for its products.

QUALITY AND INTERNATIONAL STANDARDS

The quality of our products guarantees durability and reliability under all weather conditions, while precise technical design enables easy installation and long service
life.

AW MAREL's products have been tested in accordance with relevant international standards: EN 50483:2009 — Test requirements for low voltage aerial bundled cable
accessories, EN 61238-1:2020 — Test methods and requirements for compression and mechanical connectors for power cables, EN 61284:2009 — Overhead lines -
Requirements and tests for fittings for overhead lines of nominal voltage above 45 kV, fittings for overhead lines of lower nominal voltage and similar fittings for substa-
tions. EN ISO 1461:2022 — Hot dip galvanized coatings on fabricated iron and steel articles. Testings were carried out in an independent, accredited laboratory in
accordance with EN ISO/IEC 17025, ensuring reliability, objectivity, and verified compliance of the products with applicable technical requirements.

MAREL operates in accordance with an Integrated Management System (IMS), which
includes the Quality Management System (QMS), Environmental Management System
(EMS), and Occupational Health and Safety Management System (OH&S). This system
has been implemented in compliance with the requirements of ISO 9001:2015, ISO
14001:2015 and ISO 45001:2018, and is applied across all organizational functions
and business activities.

BUSINESS ACTIVITIES AND MARKETS

The core business activity of MAREL is the design, development, and manufacturing of

PRODUCTION AND CAPACITIES

Production processes take place in a modernly
equipped manufacturing facility covering an area of
3,000 m2, consisting of the following units:

eNon-ferrous die casting plant with forging facility
power and telecommunications accessories, including cable lugs and joints, accessories

for LV non-insulated networks up to 1 kV, accessories for LV ABC up to 1 kV, as well as

e Thermoplastic injection molding plant

eMetal fabrication plant with maintenance workshop

(SR aoeessories. eMetal machining plant with mold shop

Currently, MAREL exports its products to more than 74 countries worldwide. In addition

’ o 4 ] eAssembly line with packaging
to the product portfolio related to power distribution networks, MAREL is also presentin «CNC turning plant
the sectors of overhead telecommunications networks, solar power plants, and electric i : :
F . o aboratory for development testing and analysis
vehicle charging networks.

SUSTAINABILITY AND RESPONSIBILITY

e| aboratory for factory testing, process control, and final inspection

eSales and procurement department

In accordance with best business practices, MAREL is actively committed to maintaining eHuman resources department

a safe and healthy working environment, employee training and education, and raising

awareness of occupational safety, while fostering strong relationships with the local T m—

community and respecting the principles of the circular economy. In its operations, Marketi d aft e . . "
. .
MAREL continuously invests in energy-efficient production equipment and responsibly e

manages resources and waste, thereby contributing to reduced energy consumption,
implementation of renewable energy programs, reduction of CO2 emissions, and

overall reduction of its carbon footprint.

marel.rs

e\Varehouse management and production coordination department

eResearch and development of markets, new products, and new
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KOD / CODE: PA 1500i ADSS | STANDARD: EN C-20-540 | EN 60068-2-52 | EN 50289-3-13 | EN 50290-2-24

SRB.

ZATEZNA STEZALJKA PA 1500i ADSS

Zatezna stezaljka PA 1500i ADSS je izradena za zatezanje telekomunikacionih kablova.
Njena konstrukcija omogucava brzu, laku i pouzdanu montazu, u svim vremenskim
uslovima.

Montira se bez upotrebe alata i ne sadrzi delove koji mogu da otpadnu pri radu na visini.
Zatezna stezaljka PA 1500i ADSS se sastoji od tela izlivenog od legure aluminijuma i
samopodesavajucih klinova od plasti¢cne mase koji stezu kabl bez ostecenja izolacije. Svi
delovi upotrebljeni za izradu Zatezne stezaljke PA 1500i ADSS otporni su na koroziju,
atmosferske uticaje i UV zracenje.

Maksimalni ugao za skretanje trase je 45 stepeni za jednostrano zatezanje i 90 stepeni za
dvostrano zatezanje.

Napomena: Po zahtevu Kupca, stezaljka se isporuéuje sa toplo cinkovanom

ili prohromskom sajlom.

’ADSS /FIGUREB

ENG.

ANCHORING CLAMP PA 1500i ADSS

Anchoring clamp PA 1500i ADSS is designed to anchor telecommunication cables. Its
design provides easy, fast and reliable installation in all weather conditions.

It is installed using no tools and does not contain parts which can fall off during installation.
Anchoring clamp PA 1500i ADSS consists of the body cast of aluminum alloy and
self-adjusting plastic wedges which tighten the cable without damaging the insulation.
All parts of Anchoring clamp PA 1500i ADSS are resistant to corrosion, environmen-
tal effects and UV radiation.

Maximum turning angle is 45 degrees for single anchoring and 90 degrees for double
anchoring.

Note: At Customer request clamp is delivered with hot-dip galvanized or stainless steel rope.

N <120m 5

Katbroj Kod
Cat. No Code

Minimalna prekidna sila (kN)  Indikator ~ Pakovanje (kom)  Tezina kg/100 kom.
Minimal breaking load (kN) Indicator  Packaging (pcs) Weight kg/100 pcs

Precnik kabla (mm)
Cable diameter (mm)

370313  PA1500i ADSS-T1 7n 15 25 40.20
370314  PA1500i ADSS-15 10-15 5 [ ] 25 40.20

] 88 Oprema za ADSS i Telekomunikacione Kablove - Accessories for ADSS and Telecommunication Cables V.3 marel.rs



KOD / CODE: PA 1500 ADSS | STANDARD: EN C-20-540 | EN 60068-2-52 | EN 50289-3-13 | EN 50290-2-24

SRB.

ZATEZNA STEZALJKA PA 1500 ADSS

Zatezna stezaljka PA 1500 ADSS je izradena za zatezanje telekomunikacionih kablova.
Njena konstrukcija omogucava brzu, laku i pouzdanu montazu, u svim vremenskim
uslovima.

Montira se bez upotrebe alata i ne sadrzi delove koji mogu da otpadnu pri radu na visini.
Zatezna stezaljka PA 1500 ADSS se sastoji od tela izlivenog od legure aluminijuma i
samopodesavajucih klinova od plasticne mase koji stezu kabl bez ostecenja izolacije.

Svi delovi upotrebljeni za izradu Zatezne stezaljke PA 1500 ADSS otporni su na koroziju,
atmosferske uticaje i UV zracenje.

Maksimalni ugao za skretanje trase je 45 stepeni za jednostrano zatezanje i 90 stepeni za
dvostrano zatezanje.

Napomena: Po zahtevu Kupca, stezaljka se isporuéuje sa toplo cinkovanom ili prohromskom sajlom.

ENG.

ANCHORING CLAMP PA 1500 ADSS

Anchoring clamp PA 1500 ADSS is designed to anchor telecommunication cables. Its design
provides easy, fast and reliable installation in all weather conditions.

Itis installed using no tools and does not contain parts which can fall off during installation.
Anchoring clamp PA 1500 ADSS consists of the body cast of aluminum alloy and
self-adjusting plastic wedges which tighten the cable without damaging the insulation.
All parts of Anchoring clamp PA 1500 ADSS are resistant to corrosion, environmental
effects and UV radiation.

Maximum turning angle is 45 degrees for single anchoring and 90 degrees for double
anchoring.

Note: At Customer request clamp is delivered with hot-dip galvanized or stainless steel rope.

Katbroj Kod Pre¢nik kabla (mm) Minimalna prekidna sila (kN) — Pakovanje (kom)  Tezina kg/100 kom.

Cat. No Code Cable diameter (mm) Minimal breaking load (kN) ~ Packaging (pcs) Weight kg/100 pcs

370251 PA 1500 ADSS-T1 8-1 10 25 40.80

370252 PA1500 ADSS-14 114 15 25 40.80

270253 PA1500 ADSS-16 146 15 25 4080

270254 PA 1500 ADSS 10-16 10-16 15 25 40.80
marel.rs
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KAT. BR./ CAT.NO. 370625 | KOD/CODE: PA 48 ADSS | STANDARD: EN C-20-540 | EN 60068-2-52 | EN 50289-3-13 | EN 50290-2-24

/f‘ADss FIGURE 8

SRB.

ZATEZNA STEZALJKA PA 48 ADSS

Zatezna stezaljka PA 48 ADSS se primenjuje kod kablova razlicitih konstrukcija, a pre¢nika od
@4 mm do @8 mm.

Zatezna stezaljka PA ADSS je izradena od visokokvalitetnin materijala, velike mehanicke
¢vrstoce i otpornosti na atmosferske uticaje i UV zracenje.

Ispitana je i atestirana tako da podleze svim standardima propisanim za kablovski pribor.
Unutrasnji kanali zatezne stezaljke PA 48 ADSS su nazubljeni tako da imaju odlican
mehanicki kontakt sa izolacijom kabla i na taj nacin se onemogucava proklizavanje, sto daje
efekat maksimalno pouzdanog zatezanja.

Minimalna prekidna sila 3 kN.

Napomena: Na zahtev Kupca, stezaljka se isporucuje sa toplo cinkovanom ili prohromskom sajlom.

] 90 Oprema za ADSS i Telekomunikacione Kablove - Accessories for ADSS and Telecommunication Cables V.3

ENG

ANCHORING CLAMP PA 48 ADSS

Anchoring clamp PA 48 ADSS is designed to anchor different aerial fiber-optic cables of
diameter between @4 mmand @8 mm.

Anchoring clamp PA 48 ADSS is made of high-quality materials of high tensile strength
and resistance to environmental effects and UV radiation.

It is tested and certified so that it complies with all standards for cable accessories.

The inner surface of Anchoring clamp PA 48 ADSS is serrated, so that an excellent
mechanical contact with cable's insulation is achieved, which disables slippage and
enables fully reliable tightening.

Minimum breaking load is 3 kN.

Note: At Customer request clamp is delivered with hot-dip galvanized or stainless steel rope.

marel.rs



KAT. BR./CAT.NO. 376280 | KOD/CODE: DN 318L | STANDARD: EN C-20-540 | EN 60068-2-52 | EN 50289-3-13 | EN 50290-2-24

SRB.

ZATEZNA STEZALIKA DN 318 L

Zatezna stezaljka DN 318 L se primenjuje kod kablova razlicitih konstrukcija, a precnika od
@1 mmdo @18 mm.

Zatezna stezaljka DN 318 L je izradena od visokokvalitetnih materijala, velike mehanicke
Cvrstoce i otpornosti na atmosferske uticaje i UV zracenje.

Ispitana je i atestirana tako da podleze svim standardima propisanim za kablovski pribor.
Unutrasnji kanali zatezne stezaljke DN 318 L su nazubljeni tako da imaju odlican mehanicki
kontakt sa izolacijom kabla i na taj nacin se onemogucava proklizavanje, Sto daje efekat
maksimalno pouzdanog zatezanja.

Napomena: Na zahtev Kupca, stezaljka se isporucuje sa toplo cinkovanom ili prohromskom uzengijom.

Pakovanje: 80 kom
TeZina: 9,70 kg / 100 kom

/f‘ ADSS

ENG.

SERVICE ANCHORING CLAMP DN 318 L

Service anchoring clamp DN 318 L is designed to anchor different aerial fiber-optic cables of
diameter between @1 mmand @18 mm.

Service anchoring clamp DN 318 L is made of high-quality materials of high tensile strength
and resistance to environmental effects and UV radiation.

It is tested and certified so that it complies with all standards for cable accessories.

The inner surface of Service anchoring clamp DN 318 L is serrated, so that an excellent
mechanical contact with cable's insulation is achieved, which disables slippage and enables
fully reliable tightening.

Note: At Customer request clamp is delivered with hot-dip galvanized or stainless steel wire.

Packaging: 80 pcs
Weight: 9,70 kg / 100 pcs

marel.rs
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KOD / CODE: DN ADSS | STANDARD: EN C-20-540 | EN 60068-2-52 | EN 50289-3-13 | EN 50290-2-24 }f\
ADSss

SRB.

ZATEZNA STEZALJKA DN ADSS

Zatezna stezaljka DN ADSS se primenjuje kod kablova razlicitih konstrukcija, a precnika od
@1 mmdo @18 mm.

Zatezna stezaljka DN ADSS je izradena od visokokvalitetnin materijala, velike mehanicke
¢vrstoce i otpornosti na atmosferske uticaje i UV zracenje.

Ispitana je i atestirana tako da podleze svim standardima propisanim za kablovski pribor.

Unutrasnji kanali zatezne stezaljke su nazubljeni tako da imaju odlican mehanicki kontakt sa

izolacijom kabla i na taj nacin se onemogucava proklizavanje, $to daje efekat maksimalno DORCT
. I \\Y/ |
pouzdanog zatezanja. ==
_H'N_,
- N/ |
L/M\—4 v
Napomena: Na zahtev Kupca, stezaljka se isporucuje sa toplo cinkovanom ili prohromskom uzengijom. —

ENG.

SERVICE ANCHORING CLAMP DN ADSS

Service anchoring clamp DN ADSS is designed to anchor different aerial fiber-optic cables of
diameter between @1 mmand @18 mm.

Service anchoring clamp DN ADSS is made of high-quality materials of high tensile strength
and resistance to environmental effects and UV radiation.

It is tested and certified so that it complies with all standards for cable accessories.

Theinner surface of Service anchoring clamp DN is serrated, so that an excellent mechanical
contact with cable's insulation is achieved, which disables slippage and enables fully reliable

tightening.
Katbroj Kod Pre¢nik kabla (mm) Minimalna prekidna siila (kN)  Pakovanje (kom) Tezina kg/100 kom.
) : . ) ) : ) Cat. No Code Cable diameter (mm) Minimal breaking load (kN)  Packaging (pcs) Weight kg/100 pcs
Note: At Customer request clamp is delivered with hot-dip galvanized or stainless steel wire.
370414 DN 318 318 22 50 9.70
370415 DN 118 1-18 22 50 9.70
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KOD / CODE: DN 525 R | STANDARD: EN C-20-540 | EN 60068-2-52 | EN 50289-3-13 |

SRB.

ZATEZNA STEZALJKA DN 525 R

Zatezna stezaljka DN 525 R se primenjuje kod kablova razli¢itin konstrukcija,
precnika od @1 mm do @25 mm.

Zatezna stezaljka DN 525 R je izradena od visokokvalitetnih materijala, velike
mehanicke ¢vrstoce i otpornosti na atmosferske uticaje i UV zracenje.

Ispitana je i atestirana tako da podleze svim standardima propisanim za kablovski
pribor.

Unutrasnji kanali zatezne stezaljke DN 525 R su nazubljeni tako da imaju
odlican mehanicki kontakt sa izolacijom kabla i na taj nacin se onemogucava
proklizavanje, sto daje efekat maksimalno pouzdanog zatezanja.

Stezaljka se ugraduje bez posebnih alata. Stezaljka ne sadrzi delove koji mogu
da otpadnu pri radu na visini.

Stezaljka poseduje sistem za kompenzaciju ciklicnih sila, poput jakih udara
vetrova i sli¢nih cikli¢nih optereéenja.

Stezaljka ima jedinstvenu mogucénost da se u nju postave nezavisno dva kabla,
odnosno da se nakon postavljanja prvog, veoma lako moze dodatii drugi kabl.

Katbroj Kod Precnik kabla (mm) Minimalna prekidna sila (kN) ~ Pakovanje (kom)  Tezina kg/100 kom.
Cat. No Code Cable dimaeter (mm)  Minimal breaking load (kN) Packaging (pes)  Weight kg/100 pcs
370525 DN 525 R 2-Wedge / 45 25 22,80
370527 DN 525R1-Wedge 1-25 45 25 18,00

Napomena: Na zahtev Kupca, stezaljka se isporucuje sa toplo cinkovanom ili prohromskom sajlom.
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/f‘ ADSS

ENG.

ANCHORING CLAMP DN 525 R

Anchoring clamp DN 525 R is designed to anchor different aerial fiber-optic cables of
diameter between @1 mm and @25 mm. Anchoring clamp DN 525 R is made of
high-quality materials of high tensile strength and resistance to environmental effects
and UV radiation. Itis tested and certified so that it complies with all standards for cable
accessories. The inner surface of Anchoring clamp DN 525 R is serrated, so that an
excellent mechanical contact with cable's insulation is achieved, which disables slippage
and enables fully reliable tightening.

At Customer request the metal parts can be hot-dip galvanized or stainless steel.

The clamp is installed without additional tools.

The clamp does not contain parts which can fall off during installation.

The clamp has a built-in system for compensation of cyclic forces such as strong winds
and similar cyclic loadings. The clamp has a unique feature to anchor two cables
independently. After the first cable has been fitted the second cable can be added easily.

]
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Note: At Customer request clamp is delivered with hot-dip galvanized or stainless steel rope.
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KOD / CODE: DN 525 W | STANDARD: EN C-20-540 | EN 60068-2-52 | EN 50289-3-13

SRB.

ZATEZNA STEZALJKA DN 525 W

Zatezna stezaljka DN 525 W se primenjuje kod kablova razlicitih konstrukcija, a
precnika od @1 mm do @25 mm.

Zatezna stezaljka DN 525 W je izradena od visokokvalitetnih materijala, velike
mehanicke ¢vrstoce i otpornosti na atmosferske uticaje i UV zracenje.

Ispitana je i atestirana tako da podleze svim standardima propisanim za kablovski
pribor.

Unutrasnji kanali zatezne stezaljke DN 525 W su nazubljeni tako da imaju
odlican mehanicki kontakt sa izolacijom kabla i na taj nacin se onemogucava
proklizavanje, sto daje efekat maksimalno pouzdanog zatezanja.

Stezaljka se ugraduje bez posebnih alata. Stezaljka ne sadrzi delove koji mogu da
otpadnu pri radu na visini.

265

Napomena: Na zahtev Kupca , stezaljka se isporucuje sa toplo cinkovanom ili prohromskom uzengijom.
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ENG.

»»»»»»» ANCHORING CLAMP DN 525 W

Anchoring clamp DN 525 W is designed to anchor different aerial fiber-optic cables of
diameter between @1 mm and @25 mm.

Anchoring clamp DN 525 W is made of high-quality materials of high tensile strength
and resistance to environmental effects and UV radiation.

Itis tested and certified so that it complies with all standards for cable accessories.

The inner surface of Anchoring clamp DN 525 W is serrated, so that an excellent
mechanical contact with cable's insulation is achieved, which disables slippage and
enables fully reliable tightening.

The clamp is installed without additional tools.

The clamp does not contain parts which can fall off during installation.

Katbroj Kod Precnik kabla (mm)  Minimalna prekidna sila (kN)  Pakovanje (kom)  Tezina kg/100 kom.
Cat. No Code Cable diameter (mm)  Minimal breaking load (kN) Packaging (pcs) ~ Weight kg/100 pcs
370526 DN 525 W 1-Wedge 1-25 45 25 17,90

4+
b

Note: At Customer request clamp is delivered with hot-dip galvanized or stainless steel rope.
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KAT. BR./CAT. NO. 370230 | KOD/CODE: PS 300 ADSS | STANDARD: EN C-20-540 | EN 60068-2-52 | EN 50289-3-13 | EN 50290-2-24 /
ADSS

SRB.

NOSECA UGAONA STEZALIKA PS 300 ADSS

Noseca ugaona stezaljka PS 300 ADSS se primenjuje za prihvatanje kabla precnika od 5 mm
do 22 mm sa cillem da nosi i po potrebi dozvoljava promenu smera trase. Otporna je na
atmosferske, mehanicke uticaje i UV zracenje jer je izradena od materijala velike mehanicke
¢vrstoce i postojane strukture u svim vremenskim uslovima.

Minimalna prekidna sila 3 kN. Montaza se vrsi bez dodatnih alata. Stezaljka ne sadrzi delove

koji mogu otpasti pri montazi na visini.

Napomena: Na zahtev Kupca, stezaljka se isporucuje sa toplo cinkovanom ili prohromskom uzengijom.

Pakovanje 50 kom
Tezina 5,05 kg / 100 kom
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FIGURE 8

ENG.

ANGULAR SUSPENSION CLAMP PS 300 ADSS

Angular suspension clamp PS 300 ADSS is designed to suspend cables of diameter from
5 mm to 22 mm. It optionally allows change of the route direction. It is resistant to environ-
mental and mechanical effects and UV radiation since it is made of material of high tensile
strength and stable structure.

Minimum breaking load is 3 kN. It is installed using no tools and does not contain parts

which can fall off during installation.

Note: At Customer request clamp is delivered with hot dip galvanized or stainless steel wire.

Packaging 50 pcs
Weight 5,05 kg / 100 pcs

228
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KOD / CODE: PS 1500 ADSS | STANDARD: EN C-20-540 | EN 60068-2-52 | EN 50290-2-24 | EN 50289-3-13
ADSS

SRB. ENG.
NOSECA STEZALIKA PS 1500 ADSS SUSPENSION CLAMP PS 1500 ADSS
Noseca stezaljka PS 1500 ADSS se primenjuje za nosece prihvatanje telekomunikacionih Suspension clamp PS 1500 ADSS is designed to suspend telecommunication cables.
kablova.

Otporna je na atmosferske, mehanicke uticaje i UV zracenje jer je izradena od materijala It is resistant to environmental and mechanical effects and UV radiation since it is made
velike mehanicke ¢vrstoce i postojane strukture. of material of high tensile strength and stable structure.

Omogucava ugao skretanja trase do 30°. Montaza se vrsi bez dodatnih alata. Stezaljka ne Suspension clamp allows turning angle of 30°. It is installed using no tools and does not
sadrzi delove koji mogu otpasti pri montazi na visini. contain parts which can fall off during installation.

<
N
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105
Katbroj Kod Precnik kabla (mm) Pakovanje (kom) Tezina kg/100 kom.
Cat. No Code Cable diameter (mm) Packaging (pcs) Weight kg/100 pcs
370200 PS1500-16 8-16 50 10.20
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KAT. BR./CAT. NO. 370220 | KOD /CODE: ZP

Aos

STANDARD: EN C-20-540 | EN 60068-2-52 | EN 50289-3-13 | EN 50290-2-24

SRB.

NOSECA STEZALJKA ZP-8-1

Marel noseca stezaljka tipa ZP-8-1 se koristi za nosenje telekomunikacionih, optickih i

ostalih kablova koji u svojoj strukturi sadrze izdvojenu celi¢nu zilu.
Na zahtev Kupca stezaljka moze biti izradena od prohromskog lima.

Pakovanje: 100 kom

Tezina: 8,46 kg /100 kom

1
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ENG

SUSPENSION CLAMP ZP-8-1

Suspension clamp ZP-8-1 is designed to suspend figure 8 fiber-optic cables.
At Customer request the Clamp can be made of stainless steel.

Packaging: 100 pcs
Weight: 8,46 kg/ 100 pcs
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KOD /CODE: NV | STANDARD: EN 61284 | EN ISO 1461

SRB.

UNIVERZALNA KONZOLA NV

Univerzalna konzola NV sluzi za prinvatanje ADSS optickih nadzemnih kablova
preko zatezne ili nosece stezaljke. Njena konstrukcija omogucava laku, brzu i
pouzdanu montazu na stubovima i to bez upotrebe dodanih alata za zatezanje
prohrom trake. Pricvrscuje se na stub preko prohrom trake automatskim zatezan-
jem do kog dolazi okretanjem same kuke u smeru kazaljke na satu. Otporna je na
atmosferske i mehanicke uticaje, izradena je od Celika.

Pakovanje: 100 kom

Napomena: Na zahtev Kupca konzole se mogu povrsinski zastititi toplim cinkovanjem.

ENG.

BRACKET NV

Bracket NV is designed to be used together with a dead end clamp or a
suspension clamp. Its design provides easy, fast and reliable installation on poles,
without usage of additional strap binding tools. It is fastened to the pole by
automatic tightening of stainless steel strap, which is achieved by turning the hook
itself in a clockwise direction. It is resistant to environmental and mechanical
effects. It is made of steel.

Packaging: 100 pcs

Note: At Customer request the bracket can be hot dip galvanized.
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STANDARD: EN 61284
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aiilare] Kod Minimalna prekidna siila (kN) Pakovanje (kom) TG kg/100 kom.
Cat.No Code Minimal breaking load (kN) Packaging (pes) Weight kg/100 pcs
370101 NV M12 16 10 43,60
370102 NV Mi6 22 10 69,20
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KAT. BR./ CAT.NO. 370141 | KOD / CODE: CAB 25

SRB.

UNIVERZALNA AL KONZOLA CAB 25

Univerzalna Al Konzola CAB 25 sluzi za prihvatanje optickih kablova preko Zatezne
Stezaljke DN 118, DN 525 R, PA 25, PAC 80, PA 80, UMS PAM 35, PA 25-2 ili sli¢nih
tehnickih resenja zateznih stezaljki. Izradena je od legure aluminijuma i poseduje veliku
mehanicku ¢vrstocu. Konstruisana je tako da omogucava laku, brzu i pouzdanu montazu na
dva nacina - prohrom trakom ili pomocu vijka M10. Minimalna prekidna sila je 4 kN.

Pakovanje: 50 kom
Tezina: 2,1 kg / 100 kom

50
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ENG

ALUMINUM BRACKET CAB 25

Aluminum Bracket CAB 25 is designed for service lines. It is used with Anchoring Clamps
DN 118, DN 525 R, PA 25, PAC 80, PA 80, UMS PAM 35, PA 25-2 or other anchoring
clamps of similar technical solutions. It is made of aluminum alloy and has high tensile
strength. Its design provides easy, fast and reliable installation in two ways - by stainless
steel strap or by bolt M10. Minimum breaking load is 4 kN.

Packaging: 50 pcs
Weight: 2,10 kg/ 100 pcs
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KOD / CODE: PS ADSS | STANDARD: EN C-20-540 | EN 60068-2-52 | EN 50289-3-13 | EN 50290-2-24 /f\
ADSS

SRB. ENG.
Noseca stezaljka PS ADSS se primenjuje za nosece prihvatanje telekomunikacionih kablova. Suspension Clamp PS ADSS is used to suspend telecommunication cables. It is resistant to
Otporna je na atmosferske i mehanicke uticaje jer je izradena od materijala velike mehanicke environmental and mechanical effects since it is made of material of high tensile strength and
¢vrstoce i postojane strukture, povrsinski zasticenog Celika i elastomera otpornog na UV stable structure, surface protected steel, and elastomer resistant to UV radiation. Suspension
zracenje. Noseca stezaljka PS ADSS dozvoljava ugao skretanja trase do 30°. Clamp PS ADSS allows turning angle of 30°.
Napomena: Na zahtev Kupca, metalni delovi se mogu povrsinski zastititi toplim cinkovanjem. Note: At Customer request the metal parts can be hot hot-dip galvanized.
VN N T Vs N
PS 4120 ADSS

Katbroj Kod Pakovanje (kom) Tezina kg/100 kom.

Cat.No Code Packaging (pcs) Weight kg/100 pcs

374629 PS 116 ADSS 15 4200

374635 PS 450 ADSS 15 41.00

374630 PS 495 ADSS 15 40.00

374633 PS 4120 ADSS 10 4200

374632 PS 4150 ADSS 10 42.00

marel.rs

202 Oprema za ADSS i Telekomunikacione Kablove - Accessories for ADSS and Telecommunication Cables V.3



KOD / CODE: ZPT | STANDARD: EN 10088

SRB. ENG.
ZABICA ZA PROHROM TRAKU CLIPS FOR STAINLESS STEEL STRAP
Zabice se koriste za fiksiranje traka na stubovima. They are used to fix stainless steel strap to the pole.

o L — o L\_:—[ -

H —— ;
Katbroj Kod a (mm) I (mm) h(mm) b (mm) Pakovanje (kom)  Tezina kg/100 kom Kat.broj Kod a (mm) | (mm) h (mm) b (mm)  Pakovanje (kom)  Tezina kg/100 kom
Cat. No Code Packaging (pcs)  Weight kg/10 Opcs Cat. No Code Packaging (pcs) Weight kg/100 pcs
370714 ZPT13 @ 33 28 10 15 100 055 37071 ZPT19 @ 42 28 n 22 100 105
370715 ZPT13 @ 15 22 7 15 100 032 370712 ZPT19 @ 25 22 14 21 100 0.75
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KOD / CODE: MSO ADSS | EN 61284 | EN ISO 1461

SRB.

STUBNA OBUJMICA ZA TELEKOMUNIKACIONE STUBOVE

Stubna obujmica se koristi na stubovima telekomunikacionih mreza kao spona izmedu
samog stuba i ostalih elemenata potrebnih za postavljanje i pravilnu upotrebu kabla.

Napomena: Na zahtev Kupca, metalni delovi se mogu povrsinski zastititi toplim cinkovanjem.

Na zahtev Kupca unutrasnjost obujmice moze biti postavljena gumom.

ENG

POLE CLAMP FOR TELECOMMUNICATION POLES

Pole clamp is designed on telecommunication poles as connection between the pole and
other elements which are necessary for installation and proper usage of telecommunica-
tion cables.

Note: At Customer request the metal parts can be hot hot dip galvanized.

At Customer request the inner surface of the clamp can be covered with rubber layer.

Katbroj Kod D min-D max (mm) Vezni vipk Pokovohje (kom) TeZi.no kg/100 kom.
Code Code Connecting bolt Packaging (pcs) Weight kg/100 pcs
370760 MSO ADSS 80-100 80-100 M10x60 5 113
370761 MSO ADSS 120-130 120-130 M10x60 5 125
370762 MSO ADSS 130-150 130-150 M10x100 5 137
370763 MSO ADSS 140-170 140-170 M10x100 5 145
370764 MSO ADSS 170-210 170-210 M10x100 5 154
370765 MSO ADSS 200-250 200-250 M10x100 5 159
370766 MSO ADSS 250-300 250-300 M10x100 5 235
370767 MSO ADSS 300-360 300-360 M10x100 5 255
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KOD / CODE: PT | EN 10088

SRB.
PROHROM TRAKA
2000
Koriste se za pouzdano vezivanje telekomunikacionog pribora za stubove. 8 Ng
P
< 4
ENG.
STAINLESS STEEL STRAP
Katbroj Kod Deblji Pakovanje (kom) Pok.ovonje kg/100 kom.
. 5 . : . Cat. No Code T;clil::s(sr?rz)m) Py Pagkaging (pcs) weoglEa
Stainless steel straps are used to fix telecommunication accessories
370713 RIN(S] 0.7 13 10 1650
onto the poles. 370719 PT19 07 20 0 2400

KOD / CODE: PT-K

SRB.

PROHROM TRAKA U KUTUI

Koriste se za pouzdano vezivanje telekomunikacionog pribora za stubove.

Katbroj Kod Debljina (mm) Sirina (mm) Duzina (mm)  Pakovanje (kom)  Tezina kg/100 kom
ENG Cat.No Code Thickness (mm)  Widht (mm) Length (mm)  Packaging (pcs) Weight kg/100 pcs
STAINLESS STEEL STRAP IN PLASTIC DISPENSER 370861 PTK25 07 2 2 10 223
370862 PT-K 30 0.7 20 30 5 16.78
370853 PT-K 50 0.7 20 50 5 26.65
It is used to fix telecommunication accessories onto the poles. 570876 PTK2 o7 5 = 10 195
370877 PT-K 50 0.7 13 50 10 3.65
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Proizvoda¢ MAREL d.o.0. za sve svoje proizvode, a na zahtev Kupca dostavlja pismenu garanciju od
minimum 3 godine na kvalitet, funkcionalnost i pouzdanost.

étampom ovog kataloga, tehni¢kog priru¢nika svi ranije objavijeni podaci o nasim proizvodima,
kataloskim brojevima, tehni¢kim karakteristikama, prestaju da vaZze. Proizvoda¢ zadrZava pravo da bez
prethodne najave izvrsi izmene i dopune podataka u katalogu.

Svi podaci u ovom tehni¢kom priruéniku, katalogu nasih proizvoda, odgovaraju nasim tehni¢kim
saznanjima i merenjima. Ovaj tehnicki priruénik se ne moze upotrebiti kao garancija posebnih
kvaliteta i zahteva proizvoda u ¢iji smo kvalitet, trajnost, funkcionalnost i pouzdanost mi kao
proizvodacdi uvereni.

Na zahtev Kupaca dostavljamo :
- protokole i uverenja o tehnickim ispitivanjima izdatim od strane akreditovane laboratorije;

- pojedinaénu tehnic¢ku dokumentaciju za svaki proizvod;
- uputstva za upotrebu.

NAPOMENA:

Ovaj katalog nije dozvoljeno menjati niti uklanjati njegove delove. Koristite ga isklju¢ivo u originalnom obliku.

Copyright by: MAREL d.o.o.

At Customer request manufacturer MAREL submits written Guarantee for all their products. It is valid for
at least three years and guarantees good quality, functionality and reliability.

Publication of this catalog, technical manual invalidates all previously published data about our products,
catalog numbers and technical characteristics. The manufacturer keeps the right to make any changes
and updates of the data without previous notice.

All the data in this technical manual, catalog of our products comply with our technical knowledge
and measurements. This technical manual cannot be used as a guarantee of specific qualities and
requirements of the products, but we as manufacturers are certain of their goodquality, durability,
functionality and reliability.

At Customer request we submit:
- protocols and certificates of technical testings issued by accredited laboratories;

- technical documentation for each single product;
- Instructions manuals.

NOTE:

It is not allowed to modify this catalog or have any of its parts removed. Use it only in its original form.

Design: Aleksandra Naskovi¢c NASKA



MAREL D.O.O.

Rasinska 5, 37207 Veliko Golovode,
Krusevac, REPUBLIC OF SERBIA
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